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(3) Identification of whether you are 
complying with the particulate matter 
emission limit or the alternative total 
selected metals emission limit. 

(4) Identification of whether you plan 
to demonstrate compliance with each 
applicable emission limit through per-
formance testing or fuel analysis. 

(5) Identification of whether you plan 
to demonstrate compliance by emis-
sions averaging. 

(6) A signed certification that you 
have met all applicable emission limits 
and work practice standards. 

(7) A summary of the carbon mon-
oxide emissions monitoring data and 
the maximum carbon monoxide emis-
sion levels recorded during the per-
formance test to show that you have 
met any applicable work practice 
standard in Table 1 to this subpart. 

(8) If your new or reconstructed boil-
er or process heater is in one of the liq-
uid fuel subcategories and burns only 
liquid fossil fuels other than residual 
oil either alone or in combination with 
gaseous fuels, you must submit a 
signed statement certifying this in 
your Notification of Compliance Status 
report. 

(9) If you had a deviation from any 
emission limit or work practice stand-
ard, you must also submit a descrip-
tion of the deviation, the duration of 
the deviation, and the corrective ac-
tion taken in the Notification of Com-
pliance Status report. 

§ 63.7550 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 9 to this subpart that applies to 
you. 

(b) Unless the EPA Administrator 
has approved a different schedule for 
submission of reports under § 63.10(a), 
you must submit each report by the 
date in Table 9 to this subpart and ac-
cording to the requirements in para-
graphs (b)(1) through (5) of this section. 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.7495 and ending 
on June 30 or December 31, whichever 
date is the first date that occurs at 
least 180 days after the compliance 
date that is specified for your source in 
§ 63.7495. 

(2) The first compliance report must 
be postmarked or delivered no later 
than July 31 or January 31, whichever 
date is the first date following the end 
of the first calendar half after the com-
pliance date that is specified for your 
source in § 63.7495. 

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than July 31 or January 31, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(5) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in para-
graphs (b)(1) through (4) of this section. 

(c) The compliance report must con-
tain the information required in para-
graphs (c)(1) through (11) of this sec-
tion. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying the truth, accu-
racy, and completeness of the content 
of the report. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) The total fuel use by each affected 
source subject to an emission limit, for 
each calendar month within the semi-
annual reporting period, including, but 
not limited to, a description of the fuel 
and the total fuel usage amount with 
units of measure. 

(5) A summary of the results of the 
annual performance tests and docu-
mentation of any operating limits that 
were reestablished during this test, if 
applicable. 

(6) A signed statement indicating 
that you burned no new types of fuel. 
Or, if you did burn a new type of fuel, 
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you must submit the calculation of 
chlorine input, using Equation 5 of 
§ 63.7530, that demonstrates that your 
source is still within its maximum 
chlorine input level established during 
the previous performance testing (for 
sources that demonstrate compliance 
through performance testing) or you 
must submit the calculation of HCl 
emission rate using Equation 9 of 
§ 63.7530 that demonstrates that your 
source is still meeting the emission 
limit for HCl emissions (for boilers or 
process heaters that demonstrate com-
pliance through fuel analysis). If you 
burned a new type of fuel, you must 
submit the calculation of TSM input, 
using Equation 6 of § 63.7530, that dem-
onstrates that your source is still with-
in its maximum TSM input level estab-
lished during the previous performance 
testing (for sources that demonstrate 
compliance through performance test-
ing), or you must submit the calcula-
tion of TSM emission rate using Equa-
tion 10 of § 63.7530 that demonstrates 
that your source is still meeting the 
emission limit for TSM emissions (for 
boilers or process heaters that dem-
onstrate compliance through fuel anal-
ysis). If you burned a new type of fuel, 
you must submit the calculation of 
mercury input, using Equation 7 of 
§ 63.7530, that demonstrates that your 
source is still within its maximum 
mercury input level established during 
the previous performance testing (for 
sources that demonstrate compliance 
through performance testing), or you 
must submit the calculation of mer-
cury emission rate using Equation 11 of 
§ 63.7530 that demonstrates that your 
source is still meeting the emission 
limit for mercury emissions (for boilers 
or process heaters that demonstrate 
compliance through fuel analysis). 

(7) If you wish to burn a new type of 
fuel and you can not demonstrate com-
pliance with the maximum chlorine 
input operating limit using Equation 5 
of § 63.7530, the maximum TSM input 
operating limit using Equation 6 of 
§ 63.7530, or the maximum mercury 
input operating limit using Equation 7 
of § 63.7530, you must include in the 
compliance report a statement indi-
cating the intent to conduct a new per-
formance test within 60 days of start-
ing to burn the new fuel. 

(8) The hours of operation for each 
boiler and process heater that is sub-
ject to an emission limit for each cal-
endar month within the semiannual re-
porting period. This requirement ap-
plies only to limited use boilers and 
process heaters. 

(9) If you had a startup, shutdown, or 
malfunction during the reporting pe-
riod and you took actions consistent 
with your SSMP, the compliance re-
port must include the information in 
§ 63.10(d)(5)(i). 

(10) If there are no deviations from 
any emission limits or operating limits 
in this subpart that apply to you, and 
there are no deviations from the re-
quirements for work practice standards 
in this subpart, a statement that there 
were no deviations from the emission 
limits, operating limits, or work prac-
tice standards during the reporting pe-
riod. 

(11) If there were no periods during 
which the CMSs, including CEMS, 
COMS, and CPMS, were out of control 
as specified in § 63.8(c)(7), a statement 
that there were no periods during 
which the CMSs were out of control 
during the reporting period. 

(d) For each deviation from an emis-
sion limit or operating limit in this 
subpart and for each deviation from 
the requirements for work practice 
standards in this subpart that occurs 
at an affected source where you are not 
using a CMSs to comply with that 
emission limit, operating limit, or 
work practice standard, the compli-
ance report must contain the informa-
tion in paragraphs (c)(1) through (10) of 
this section and the information re-
quired in paragraphs (d)(1) through (4) 
of this section. This includes periods of 
startup, shutdown, and malfunction. 

(1) The total operating time of each 
affected source during the reporting pe-
riod. 

(2) A description of the deviation and 
which emission limit, operating limit, 
or work practice standard from which 
you deviated. 

(3) Information on the number, dura-
tion, and cause of deviations (including 
unknown cause), as applicable, and the 
corrective action taken. 
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(4) A copy of the test report if the an-
nual performance test showed a devi-
ation from the emission limit for par-
ticulate matter or the alternative TSM 
limit, a deviation from the HCl emis-
sion limit, or a deviation from the mer-
cury emission limit. 

(e) For each deviation from an emis-
sion limitation and operating limit or 
work practice standard in this subpart 
occurring at an affected source where 
you are using a CMS to comply with 
that emission limit, operating limit, or 
work practice standard, you must in-
clude the information in paragraphs (c) 
(1) through (10) of this section and the 
information required in paragraphs (e) 
(1) through (12) of this section. This in-
cludes periods of startup, shutdown, 
and malfunction and any deviations 
from your site-specific monitoring plan 
as required in § 63.7505(d). 

(1) The date and time that each mal-
function started and stopped and de-
scription of the nature of the deviation 
(i.e., what you deviated from). 

(2) The date and time that each CMS 
was inoperative, except for zero (low- 
level) and high-level checks. 

(3) The date, time, and duration that 
each CMS was out of control, including 
the information in § 63.8(c)(8). 

(4) The date and time that each devi-
ation started and stopped, and whether 
each deviation occurred during a period 
of startup, shutdown, or malfunction 
or during another period. 

(5) A summary of the total duration 
of the deviation during the reporting 
period and the total duration as a per-
cent of the total source operating time 
during that reporting period. 

(6) A breakdown of the total duration 
of the deviations during the reporting 
period into those that are due to start-
up, shutdown, control equipment prob-
lems, process problems, other known 
causes, and other unknown causes. 

(7) A summary of the total duration 
of CMSs downtime during the reporting 
period and the total duration of CMS 
downtime as a percent of the total 
source operating time during that re-
porting period. 

(8) An identification of each param-
eter that was monitored at the affected 
source for which there was a deviation, 
including opacity, carbon monoxide, 

and operating parameters for wet 
scrubbers and other control devices. 

(9) A brief description of the source 
for which there was a deviation. 

(10) A brief description of each CMS 
for which there was a deviation. 

(11) The date of the latest CMS cer-
tification or audit for the system for 
which there was a deviation. 

(12) A description of any changes in 
CMSs, processes, or controls since the 
last reporting period for the source for 
which there was a deviation. 

(f) Each affected source that has ob-
tained a title V operating permit pur-
suant to 40 CFR part 70 or 40 CFR part 
71 must report all deviations as defined 
in this subpart in the semiannual mon-
itoring report required by 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A). If an affected source 
submits a compliance report pursuant 
to Table 9 to this subpart along with, 
or as part of, the semiannual moni-
toring report required by 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), and the compliance re-
port includes all required information 
concerning deviations from any emis-
sion limit, operating limit, or work 
practice requirement in this subpart, 
submission of the compliance report 
satisfies any obligation to report the 
same deviations in the semiannual 
monitoring report. However, submis-
sion of a compliance report does not 
otherwise affect any obligation the af-
fected source may have to report devi-
ations from permit requirements to the 
permit authority. 

(g) If you operate a new gaseous fuel 
unit that is subject to the work prac-
tice standard specified in Table 1 to 
this subpart, and you intend to use a 
fuel other than natural gas or equiva-
lent to fire the affected unit, you must 
submit a notification of alternative 
fuel use within 48 hours of the declara-
tion of a period of natural gas curtail-
ment or supply interruption, as defined 
in § 63.7575. The notification must in-
clude the information specified in para-
graphs (g)(1) through (5) of this section. 

(1) Company name and address. 
(2) Identification of the affected unit. 
(3) Reason you are unable to use nat-

ural gas or equivalent fuel, including 
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the date when the natural gas curtail-
ment was declared or the natural gas 
supply interruption began. 

(4) Type of alternative fuel that you 
intend to use. 

(5) Dates when the alternative fuel 
use is expected to begin and end. 

§ 63.7555 What records must I keep? 
(a) You must keep records according 

to paragraphs (a)(1) through (3) of this 
section. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance 
Status or semiannual compliance re-
port that you submitted, according to 
the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests, fuel 
analyses, or other compliance dem-
onstrations, performance evaluations, 
and opacity observations as required in 
§ 63.10(b)(2)(viii). 

(b) For each CEMS, CPMS, and 
COMS, you must keep records accord-
ing to paragraphs (b)(1) through (5) of 
this section. 

(1) Records described in § 63.10(b)(2) 
(vi) through (xi). 

(2) Monitoring data for continuous 
opacity monitoring system during a 
performance evaluation as required in 
§ 63.6(h)(7)(i) and (ii). 

(3) Previous (i.e., superseded) versions 
of the performance evaluation plan as 
required in § 63.8(d)(3). 

(4) Request for alternatives to rel-
ative accuracy test for CEMS as re-
quired in § 63.8(f)(6)(i). 

(5) Records of the date and time that 
each deviation started and stopped, and 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function or during another period. 

(c) You must keep the records re-
quired in Table 8 to this subpart in-
cluding records of all monitoring data 
and calculated averages for applicable 
operating limits such as opacity, pres-
sure drop, carbon monoxide, and pH to 
show continuous compliance with each 
emission limit, operating limit, and 
work practice standard that applies to 
you. 

(d) For each boiler or process heater 
subject to an emission limit, you must 
also keep the records in paragraphs 
(d)(1) through (5) of this section. 

(1) You must keep records of monthly 
fuel use by each boiler or process heat-
er, including the type(s) of fuel and 
amount(s) used. 

(2) You must keep records of monthly 
hours of operation by each boiler or 
process heater. This requirement ap-
plies only to limited-use boilers and 
process heaters. 

(3) A copy of all calculations and sup-
porting documentation of maximum 
chlorine fuel input, using Equation 5 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the HCl 
emission limit, for sources that dem-
onstrate compliance through perform-
ance testing. For sources that dem-
onstrate compliance through fuel anal-
ysis, a copy of all calculations and sup-
porting documentation of HCl emission 
rates, using Equation 9 of § 63.7530, that 
were done to demonstrate compliance 
with the HCl emission limit. Sup-
porting documentation should include 
results of any fuel analyses and basis 
for the estimates of maximum chlorine 
fuel input or HCl emission rates. You 
can use the results from one fuel anal-
ysis for multiple boilers and process 
heaters provided they are all burning 
the same fuel type. However, you must 
calculate chlorine fuel input, or HCl 
emission rate, for each boiler and proc-
ess heater. 

(4) A copy of all calculations and sup-
porting documentation of maximum 
TSM fuel input, using Equation 6 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the TSM 
emission limit for sources that dem-
onstrate compliance through perform-
ance testing. For sources that dem-
onstrate compliance through fuel anal-
ysis, a copy of all calculations and sup-
porting documentation of TSM emis-
sion rates, using Equation 10 of 
§ 63.7530, that were done to demonstrate 
compliance with the TSM emission 
limit. Supporting documentation 
should include results of any fuel anal-
yses and basis for the estimates of 
maximum TSM fuel input or TSM 
emission rates. You can use the results 
from one fuel analysis for multiple 
boilers and process heaters provided 
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